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V2L / C2L ADAPTERS

V2L Extension Adapter, 3 Sockets – Hyundai · Kia ·
Ssangyong
PRODUCT CODE BEV2L-3203-3203

MAX. CURRENT

16A

OUTPUT

3 sockets + 3m cable

ADAPTER TYPE

V2L (Vehicle to Load)

CABLE

with 3 m cable

QUALITY CERTIFICATES

PRODUCT DESCRIPTION

V2L Extension Adapter, 3 Sockets – Hyundai · Kia · Ssangyong (BEV2L-3203-3203) is an adapter that plugs into the charging
inlet of an electric vehicle with V2L (Vehicle to Load) and delivers energy from the vehicle battery to a 230 V socket outlet.
Key specifications: Max. Current: 16A; Output: 3 sockets + 3m cable; Adapter Type: V2L (Vehicle to Load); Compatible
Vehicle: Hyundai · Kia · Ssangyong. Highlights: 16A safe current limit, automatic cut-off, CE conformity test completed. It is
used to power electrical devices from the vehicle when camping, on field work, in workshops and in emergencies. It works
only on vehicles equipped with V2L, the available power cannot exceed the vehicle's V2L output limit, and the adapter must
not be connected to the mains or a building installation. Add the product to your quote list to get volume and project
pricing direct from the manufacturer.

TECHNICAL SPECIFICATIONS

ELECTRICAL DATA

Max. Current 16A

GENERAL

Output 3 sockets + 3m cable

Adapter Type V2L (Vehicle to Load)

Compatible Vehicle Hyundai · Kia · Ssangyong

Socket Type Türkiye standard (Schuko)

Cable with 3 m cable
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